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Abstract

Maintaining a bounded modular phase state can avoid general argument reduction in
recursive oscillators. We investigate this established design principle in the Gaussian frequency-
shift-keying generators of an implemented WSJT-X fork. Stepan’s REIST-Division manuscript
motivates the persistent centered-state formulation; this study evaluates its floating-point
application rather than claiming a new modular arithmetic method. Controlled alternatives
include a positive phase interval, source-level masked correction, general remainder, 48-bit
fixed-point DDS, an unbounded accumulator and two block-prefix designs. The production
implementation remains unchanged. On one Intel Core i9-14900K, three process sessions per
verified core class show that architecture choice depends materially on scheduling: the general-
remainder/centered median ratio is approximately 2.6 on the selected performance core and
4.4–5.2 on the selected efficiency core. Positive and centered bounded states have similar
costs. The tested fixed-point and prefix implementations are slower, without establishing
a general ranking of DDS architectures. Numerical tests cover valid encoded frames, long
trajectories, boundary cases and software spectra. In the measured complete file decoders,
the already optimized waveform component occupies only 2.13–3.73% of elapsed time. Even
eliminating it would increase processing speed by only 2.17–3.87% under a fixed-rest model.
This application-level limit is a central result alongside the architecture-dependent comparison;
kernel ratios do not imply comparable decoder gains or improved radio sensitivity. Raw data,
exact source hashes, automated analysis and explicit limitations accompany the draft.

Keywords: modular phase accumulation; GFSK; DDS; reproducible benchmarking; floating-
point arithmetic; WSJT-X.

1 Introduction

An oscillator can represent phase by a growing angle or by a persistent modular state. Both are
mathematically valid, but their arithmetic cost, rounding and integration requirements differ. In
a narrowband GFSK generator, every sample depends on the previous phase and a smoothly
varying frequency increment. Replacing a general remainder with a justified bounded update
may shorten this dependency chain. It does not imply that transmitted signals become easier for
another station to receive.
Stepan’s REIST-Division manuscript [1] formulates centered integer remainders as persistent
states, with a bounded additive correction. Its Section 6 explicitly discusses phase windows.
Our application uses the same state-management idea with binary floating-point phase and a
fixed represented period. The elementary invariant is independently proved below. The original
paper’s CPU and FPGA speedups are not imported as evidence for this application.
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The historical German application report [2] compared centered correction with general remainder
while controlling the trigonometric strategy. It did not benchmark positive states or fixed-point
DDS and did not isolate performance and efficiency cores. The present extension asks:

1. Under what arithmetic assumptions does the bounded update retain a canonical phase
state, and what errors remain?

2. How do alternative phase architectures compare under identical pulse, frame, output and
compiler conditions on this heterogeneous processor?

3. How much of a waveform-kernel gain can matter to a complete file decoder?

The contribution is a source-audited implementation case study and a reproducible comparison,
including negative results. Its three contributions are a conditional binary64 analysis, a controlled
representation comparison on verified heterogeneous core classes, and an explicit bound on
relevance to the measured complete application. The near-equal positive-state cost is part of this
finding. We claim neither priority for modular oscillators nor an exclusive performance advantage
of REIST or centered arithmetic.

2 Related work and attribution

Conventional DDS uses an accumulated phase register and amplitude mapping; frequency
resolution and phase truncation are familiar design considerations in established technical
treatments [3]. A floating state in [0, T ) is therefore an essential comparator, not an inferior
representation by definition. General remainder supports larger domains and a specified tie
convention, whereas a bounded update exploits additional input invariants.
Floating-point arithmetic distinguishes exact identities from rounded implementations. Can-
cellation and exact-subtraction conditions matter to the bounded update [4]. Prefix scans are
established parallel building blocks [5]; applying them to phase removes some recursive work but
reassociates additions and introduces extra work and storage.
FT4 and FT8 combine GFSK, synchronization patterns and error correction as documented
by their designers [6]. This article studies their waveform component. Independent LDPC and
synchronization experiments are preserved in a separate research dossier and are not evidence
for the phase-state contribution.
The published DDS literature separates phase accumulation from phase-to-amplitude conversion.
Cordesses [9] discusses tuning resolution and phase/amplitude quantization; Vankka’s disserta-
tion [10] compares memory compression, Taylor approximation and CORDIC, as well as sources
of spurious output. His mapping and spur-reduction publications document distinct research
directions [11, 12]. Our fixed 65 536-entry interpolated table deliberately controls the amplitude
mapping: it does not benchmark all of those alternatives.
Palomäki and Nurmi [13] investigate second-order Taylor interpolation for a quadrature FPGA
DDS with compressed memory. That hardware objective differs from CPU time per complete
GFSK frame; neither FPGA clock rates nor their spur figures can be compared directly with
our CPU timings or IQ error energies. Vicanek’s author-published technical note [14] studies
recursive quadrature oscillation and discusses frequency modulation. Such recurrences change
amplitude-state behavior and require coefficient updates for varying GFSK frequency. They are
a missing numerical baseline, not an architecture that this experiment has defeated. A stronger
follow-up must compare optimized conversion and recurrence costs under the same modulated
inputs and accuracy requirements.
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Table 1: Prior methods and the actual relationship to this study.
Method/source Principle Difference and empirical role

Persistent centered
state, Stepan [1]

Integer state plus
bounded signed
correction

Motivates the application. Floating invariants and
GFSK tradeoffs are evaluated here; earlier
benchmark numbers are not reused.

DDS/NCO [3] Modular phase register,
amplitude mapping

Positive floating state and Q48 integer state are
conventional competing implementations.

General remainder Reduce a broadly valid
input each update

Same double increments and LUT; measured
reference with broader functionality.

Prefix scan [5] Reassociate partial
sums

Serial and tree block-64 architectures; additional
reductions and rounding are included.

Compressed/Taylor
DDS [10, 13]

Different amplitude
mapping

Reviewed, not timed; the mapping is fixed in this
experiment.

Recursive
quadrature [14]

Update amplitude
states

Reviewed, not timed; modulation and amplitude
error need separate controls.

The supplied REIST PDF identifies Rudolf Stepan, the stated title, year 2026, ORCID and
DOI [1]. Its SHA256 is recorded in the audit. Public DOI and Zenodo metadata could not
be retrieved in this investigation, so the DOI is explicitly an author-manuscript identifier, not
independently verified metadata. An unrelated DOI in that manuscript’s reference [3] was found
to identify a different publisher article. That reference is not inherited here. The application
relationship rests on the supplied manuscript’s definitions and additive invariant, not on that
erroneous citation.

3 Mathematical foundations

3.1 State invariant over real numbers

Let T > 0 and define the canonical centered representative

CT (x) = x − T
⌊
x/T + 1

2

⌋
∈ [−T/2, T/2). (1)

For r ∈ [−T/2, T/2) and u ∈ [−T/2, T/2], the sum s = r + u lies in [−T, T ). Consequently

r+ =


s − T s ≥ T/2,

s + T s < −T/2,

s otherwise
(2)

is congruent to s and lies in the canonical interval. The three cases map to [−T/2, 0), [0, T/2) and
the unchanged interior, respectively. Induction establishes persistence. This is the additive-state
application of the original REIST formulation [1, Theorem 3.6 and Corollary 3.7].
For a positive state p ∈ [0, T ) with the same signed step bound, p + u lies in [−T/2, 3T/2). One
addition for a negative sum or one subtraction for a sum at least T also suffices. Thus the absence
of general division follows from bounded state and increments, not uniquely from centering.

3.2 Binary floating-point invariant and error

Write P = double(π) and T̂ = 2P , where multiplication by two is exact. Assume binary64, round-
to-nearest, finite stored r ∈ [−P, P ), finite stored u ∈ [−P, P ], and no reassociation changing
the specified operations. Monotone rounding implies s = fl(r + u) ∈ [−2P, 2P ]; the rounded
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upper endpoint may be attained. If s ≥ P , subtraction of 2P is exact by the factor-of-two
exact-subtraction condition (Sterbenz’s lemma). If s < −P , adding 2P is the corresponding exact
subtraction of comparable positive magnitudes. These cases yield [−P, 0] and [0, P ); the interior
already lies in [−P, P ). The binary state invariant therefore holds under these explicit conditions,
including a rounded sum equal to 2P . It is stronger than merely testing real arithmetic, but is
not a proof for NaNs, changed rounding modes, fast-math transformations or arbitrary public
API inputs.
For normal sums, the only local state-update rounding is the first addition, bounded absolutely
by ϵuT̂ , where ϵu = 2−53. With gradual underflow an additive subnormal term can be included.
A conservative circular accumulation bound for n already represented steps is

d
T̂

(r̂n, rn) ≤ nϵuT̂ , dT (a, b) = min
k∈Z

|a − b − kT |, (3)

up to subnormal terms. This is a worst-case bound, not a drift prediction. It excludes errors
in constructing the increments and in representing true 2π, and any error from the large-step
remainder guard.
General std::remainder uses a nearest-integer tie rule and can return +P at an exact half-
period, unlike the canonical centered state. A simple positive update can also produce stored T̂
when adding T̂ to a tiny negative subnormal rounds upward. These states remain periodically
meaningful; canonical interval membership and oscillator equivalence must not be confused.
Dedicated boundary data record both cases.

3.3 Fixed point and reassociation

The experimental Q48 state represents cycles by q/248. Its update is

q+ = (q + round(248u/T̂ )) mod 248. (4)

Unsigned addition and masking are exact. Under exact conversion, step quantization contributes
at most nT̂/249 to circular error; the actual double scaling and rounding must also be considered.
Small steps can quantize to zero. This implementation converts each varying GFSK step with
llround; it is not a claim about the best possible DDS conversion path.
In a block of b = 64 samples, offsets are prefix sums of the increments. They may span several
turns, so one bounded correction is insufficient for each offset. The experiment uses a floor-based
reduction for emitted offsets and remainder for the block carry. Serial prefix accumulation
retains a short addition chain; a tree scan exposes independent work at additional arithmetic
and memory cost. Both alter rounding order. A two-array tree workspace occupies 1024 bytes of
doubles, in addition to the unchanged waveform working buffers.

4 Algorithmic design and WSJT-X implementation

The production generator uses double increments and a centered double phase, then linearly
interpolates a 65,536-interval complex float table. The ideal linear interpolation bound h2/8,
h = 2π/65536, is about 1.15 · 10−9 per component; float table storage and rounded interpolation
are separate error sources. Phase is sampled before the update. Ramps and Gaussian-pulse
construction remain mode-specific and unchanged.
The code is identified by commit 46ebbd78c663bf07eed054570df4888a6268e156 and new
experiment-file hashes. Every one of the historical manifest’s 45 file hashes matches that
commit. The historical description of an uncommitted snapshot was accurate at the time; the
original manifest is preserved rather than rewritten retrospectively.
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Table 2: Frame parameters at 48 ksample/s in this fork.
FT8 FT4 FT2

Modulation tones 8 4 4
Input symbols 79 103 103
Samples/symbol 7680 2304 1152
Output samples 606720 241920 120960
Duration (s) 12.64 5.04 2.52
Gaussian BT 2 1 1

Table 3: Implementation locations; paths are relative to the repository root.
File/function Role

lib/ft8/native/ft8_wave.cpp, waveform Common FT8/FT4/FT2 phase, LUT, pulses,
guards and ramps.

Same file, pulseFor At most eight immutable shared pulse objects; one
cache lock per frame; scratch belongs to each
invocation.

journal/experiment/phase.hpp, oscillate Isolated alternative oscillators; generated copies
replace only the oscillator segment.

lib/ft4/native/ft4_sync.cpp, search Reuses frequency-tweaked Costas references;
independent rows may be parallel.

lib/ft8/native/ft8_ldpc.cpp Production native encoder and two BP parity
layouts; unchanged in this study.

lib/ft8/decode174_91.f90 Standard hybrid BP/OSD, also called by
FT4/FT2.

journal/experiment above abbreviates docs/papers/reist-ftx/journal/experiment. The
original Fortran waveform sources remain available for reference tests. Their different precision,
trigonometry and caching preclude a language-performance interpretation. FT2 uses the fork’s
FT4-based integration; it is not an additional independent LDPC code. Native C++ experiments
do not imply that remaining Fortran routines are interpreted: they already execute compiled
machine code.

5 Experimental methodology

5.1 Architecture experiment

The machine is an Intel Core i9-14900K, 24 physical cores and 32 logical CPUs, running
Windows 11 Enterprise build 26300. The toolchain is MSYS2 GNU GCC/GFortran 15.2.0.
Waveform experiments use C++11, -O3 -fno-fast-math -ffp-contract=off, without LTO or
-march=native. A separate Boost 1.90 decimal-100 check needs C++14; that language-standard
requirement does not alter the timed kernels.
Per-logical-CPU affinity and CPUID leaf 1A identify type 0x40 and 0x20 cores [7]. The selected
performance thread is logical CPU 0 and the selected efficiency thread CPU 16. SMT siblings,
Turbo, power management and background load are not isolated. Three additional sessions allow
free scheduling. The results apply to these selected cores, not every P/E core.
Each core class has three process sessions, nine paired randomized blocks per mode and ten
implementations. A block contains three complete frames per implementation after warm-up.
The new timed output is complex float IQ. All variants receive the same encoded telemetry word
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(seed 991), 48 ksample/s and 1855 Hz. Telemetry bits are encoded with the existing LDPC/CRC
and proper Costas, Gray and FT4 scrambling mappings. Pulse synthesis, allocation, cache, ramp
work and output size are included. The refactored centered oscillator must match production
output bytes on the numerical corpus.
The main estimator is a ratio of pooled medians. Conditional uncertainty intervals resample
whole process sessions and paired circular blocks of length three within a session (2000 replicates,
seed 991202610). Lengths one and five provide sensitivity checks. The resampling preserves local
timing dependence; with only three sessions, coverage is not established, and shared thermal/OS
effects can correlate even separate processes. These are conditional resampling intervals, not
guaranteed population confidence intervals or cross-machine inference. Individual repeated frames
are not treated as independent samples.
Wall time uses steady_clock. Windows QueryThreadCycleTime supplies accounted user-plus-
kernel thread cycles, normalized per sample, as a diagnostic [8]. These are not retired instruction
counts or a calibrated PMU measurement. Hardware branch misses, cache events, energy and
dynamic instructions/sample were not collected. Compiler assembly is supplied for small update
loops; source-level masking is not assumed to guarantee branch-free machine code in every
context.

5.2 Historical reproduction, numerical corpus and spectra

The historical real-output harness is rerun into new files using the original 21-block, ten-repeat,
seed-991 tone-index workload. Its random valid tone indices need not encode a message. These
data are kept distinct from the new complex-output architecture study and from the frozen
original measurements.
The numerical architecture corpus has three modes, two sample rates (12/48 ksample/s), two
encoded telemetry messages, and five carriers per rate: −1855, 0.001, 1855, 0.49fs and 109 Hz.
Thus it contains 60 frame configurations and ten implementations. The large carrier exercises
the same general-remainder step guard, not realistic RF operation. The long-double reference
accumulates the same represented double increments modulo the same double period and evaluates
long-double sine/cosine. Its 64-bit significand is an improved arithmetic reference, not an exact
reference for Gaussian pulse construction or physical pi. Decimal-100 calculations independently
check 4096 local updates; a million random state/step pairs check interval membership.
Separate million-step trajectories use a constant positive carrier step, signed random steps and
tiny alternating steps. Periodic phase error, IQ maximum/RMS error and actual byte equality
are distinct outputs. Software spectra use the complete ramped frame, rectangular observation,
zero-padding to the next power of two and a deterministic radix-2 FFT. A known-bin self-check
and Parseval error validate the transform. A chosen analysis band extends two tone spacings
beyond the nominal lowest/highest tones; this is not a regulatory emission mask. Error energy is
normalized to reference-frame energy. All quantities concern generated digital IQ.

5.3 Complete-decoder component profiling

An explicitly excluded executable includes the unchanged production waveform source and times
its ABI calls inside the complete jt9 file decoder. Recorded FT8, FT4 and optional local FT2
samples run at depth three, one OpenMP thread, three measured processes after one warm-up.
Output message sets must remain identical across runs. The reported component share divides
summed waveform time by process launch-to-exit wall time; it includes startup and is specific to
these files. It is not a GUI, live-stream or transceiver profile.
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6 Performance results

Table 4: Complex-output waveform time on the selected P-core: median of 27 block means,
milliseconds per complete frame. All pulse/ramp work included.

Architecture FT8 (ms) FT4 (ms) FT2 (ms)

Centered 2.774 1.088 0.550
Remainder 7.201 2.857 1.431
Positive 2.860 1.089 0.601
Masked 2.876 1.134 0.557
Q48 DDS 6.482 2.672 1.332
Unbounded 10.857 4.347 2.227
Serial prefix-64 4.758 1.890 1.024
Tree prefix-64 5.864 2.403 1.260
Long double 27.437 10.588 5.386
Production 2.719 1.038 0.528

Table 5: Core dependence of general remainder (G) versus centered (C). Intervals are conditional
hierarchical resampling intervals; see methodology.

Core Mode G/C Conditional 95% interval C (ns/sample)

P FT8 2.60 [2.35, 2.71] 4.57
P FT4 2.62 [2.32, 2.75] 4.50
P FT2 2.60 [2.53, 2.97] 4.55
E FT8 5.19 [5.05, 5.33] 5.96
E FT4 4.94 [4.70, 5.08] 6.37
E FT2 4.43 [4.27, 4.61] 7.04
UNBOUND FT8 2.63 [2.62, 2.67] 4.16
UNBOUND FT4 5.03 [2.41, 5.17] 6.46
UNBOUND FT2 5.53 [1.98, 5.85] 5.62

Positive bounded states are close to centered states in these measurements. The practical
saving is principally avoiding repeated general reduction. Source-level masking does not yield
a consistent improvement. The tested Q48 conversion and block scans cost more than scalar
centered correction. These are negative results for the actual implementations, not proofs that
optimized integer DDS or explicit SIMD cannot win.

Table 6: Separate real-output rerun of the historical factorial harness. These ratios should not
be conflated with the new complex-output comparison.

Mode Historical G-L/C-L New real-output reproduction

FT8 5.55 5.56
FT4 5.24 5.21
FT2 4.99 5.19

The rerun tests repeatability under the current uncontrolled machine state, not exact equality
of elapsed times. Differences between P/E classes and unbound processes show why the earlier
5.55/5.24/4.99 factors cannot be elevated to machine-independent constants. Compiler context
and output type also differ between the historical and expanded harnesses.
Parallel experiments use independent centered waveform calls with 1/2/4/8 workers, five blocks
and eight frames per worker. They include thread creation, scratch allocation and cache locks,
and deliberately exclude core-bound sessions. The complete raw throughput table is retained;
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Figure 1: FT8 architecture cost normalized separately within each core class. The figure shows
point estimates; interval and sensitivity data are provided in the machine-readable summary.

this is throughput of independent frames, not SIMD acceleration of one recursive oscillator or
proof that a twelve-worker decoder scales similarly.

7 Numerical accuracy and signal validation

Table 7: Worst result across the 60-frame corpus versus the long-double reference. IQ maximum
and RMS use complex magnitude; phase excludes ramps whose reference amplitude is at most
0.1.

Architecture Maximum IQ error Maximum RMS Maximum phase error (rad)

Centered 8.43e-08 3.20e-08 1.30e-07
Remainder 8.43e-08 3.20e-08 1.30e-07
Positive 8.43e-08 3.20e-08 1.30e-07
Masked 8.43e-08 3.20e-08 1.30e-07
Q48 DDS 8.43e-08 3.20e-08 1.30e-07
Unbounded 2.22e-06 8.80e-07 2.27e-06
Serial prefix-64 8.43e-08 3.20e-08 1.30e-07
Tree prefix-64 8.43e-08 3.20e-08 1.30e-07

The centered refactor matches production bytes throughout this corpus. Other architectures need
not be byte identical to be periodically equivalent. For a million constant positive steps, centered
and general states have a maximum periodic error of approximately 6.86 · 10−11 rad relative to
the long-double represented-period reference. Positive accumulation reaches 1.53 · 10−10 rad, Q48
about 2.38 · 10−9 rad and the unbounded accumulator about 4.40 · 10−6 rad. Signed random
steps behave differently; these figures must not be interpreted as universal drift rates. Tiny
positive steps can disappear entirely in Q48; boundary tests exhibit the general-remainder tie
and positive-state endpoint effects discussed earlier.
Integrated centered/reference error energy is about −150 dBc for the three selected frames;
the Q48 implementation is similar at this float-output floor. Parseval relative errors are below
7 · 10−13. Reference energy outside the explicitly chosen analysis band is approximately −38.1,
−48.3 and −50.9 dBc for FT8/FT4/FT2. Those values reflect the observation, ramp and chosen
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Figure 2: One generated FT8 telemetry frame at 1855 Hz and 48 ksample/s. Error spectra use IQ
differences, not the difference between logarithmic power curves. This is a software comparison,
not a transmitter measurement.

band and are not spectral-mask certifications. They do not demonstrate reduced RF sidelobes.
The long-double reference still shares represented pulse increments, final float conversion and
ramp coefficients with the variants.

8 Practical relevance and application-level bound

Table 8: Unchanged waveform component inside the complete single-thread recording decoder;
medians of three runs after warm-up. The ideal bound removes this component entirely while
holding all other work constant.

Mode Wall (ms) Wave (ms) Calls Share (%) Ideal bound

FT8 1574.7 33.47 254 2.13 1.022
FT4 177.7 6.63 18 3.73 1.039
FT2 144.6 3.46 5 2.39 1.024

The small remaining component share is a main practical finding, not a measurement failure.
With FT8/FT4/FT2 shares of 2.13/3.73/2.39%, its complete removal would reduce elapsed time
by those shares and increase processing speed by 2.17/3.87/2.45%, respectively. A percentage
reduction in time and a percentage increase in speed are different quantities. These ceilings apply
to the already optimized baseline, selected recordings and measured single-thread configuration;
they are not a bound on earlier cumulative optimization or other workloads.
For baseline component share p and component speedup S, Amdahl’s model is

Stotal = 1
1 − p + p/S

, Stotal ≤ 1
1 − p

. (5)

Here the measured share belongs to the current centered implementation. To model replacing it by
a slower general-remainder implementation with relative cost G, the corresponding counterfactual
ratio is 1 + (G − 1)p. This is a conditional model; mode-dependent sample rates, cache state and
input mix can change G. We do not substitute a 48 ksample/s TX ratio for an exact measured RX
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ratio. The profile establishes where the current component matters, not a measured full-program
improvement from a hypothetical replacement.

9 Discussion

The comparison supports persistent bounded state as a useful implementation choice for this
GFSK kernel. It does not establish a special arithmetic advantage of centering over every positive
representation. Centering provides a convenient signed error coordinate and, under the stated
binary64 conditions, exact corrective subtractions. The magnitude of the performance advantage
against library remainder is strongly core- and context-dependent.
Q48 DDS trades state-rounding error for step quantization and conversion cost. The evaluated
per-step llround implementation is not an optimized fixed-point standard to beat. Likewise,
a work-increasing tree scan compiled for the default ISA is not an assessment of all SIMD
implementations. Explicit AVX2 scans, fused pulse/phase representations, vector conversion and
independent oscillator batching remain plausible subsequent studies. Reassociation would need
its own error evidence; it should not be hidden by fast-math flags.
The evidence therefore supports an engineering lesson about invariants, representation and
bottleneck migration. It does not support presenting REIST as an exclusive fast representation
or waveform work as the next major decoder bottleneck. Subsequent reception work belongs in
the separate decoder study, where success, cost and false acceptance have their own experimental
units and validation requirements.

10 Threats to validity

Only one physical machine and one compiler version are measured. No AMD or ARM64 result,
hardware PMU event, RF measurement or energy result is supplied. P/E identity is verified
but core isolation and power control are absent. Three process sessions and short blocks give
limited information about thermal and scheduler dependence; conditional bootstrap intervals
can understate systematic uncertainty. Ratios of pooled medians differ from medians of paired
ratios. Repeated frames within a block are not independent experimental units.
The expanded oscillator harness uses complex output, different encoded inputs and a refactored
compile context relative to the historical real-output factorial experiment. The historical rerun
is therefore reported separately. Both include unchanged pulse synthesis and ramps, so the
measured ratio is whole-kernel cost rather than the cost of an isolated addition.
Long-double references share double increments and period; decimal-100 local checks do not
validate the complete Gaussian pulse to 100 digits. The numerical corpus is finite, includes
only two telemetry messages per setting, and cannot prove universal bit identity. Spectra cover
selected ideal generated frames; no audio interface, USB path, amplifier, antenna or FT-991A
was measured.
Cross-platform replication is pending. A portable measurement runner is provided for a real
AMD or ARM64 host, with new immutable output directories, source hashes, toolchain/execution
metadata and the same waveform workload. An x86 virtual machine or emulated ARM process on
this i9 would not constitute an independent physical-platform replication. Long-double precision
must be recorded per ABI; the 64-significand-bit reference used here is not assumed on every
host. No absent platform result is filled in by extrapolation.
There has been no external replication, independent mathematical review or journal peer review.
This draft was substantially prepared with AI assistance. Its existence does not establish
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compliance with a particular journal’s authorship or AI policy. The human author must critically
revise and take responsibility for any eventual submission.

11 Conclusions

Maintaining a bounded modular phase avoids unnecessary general reduction in the tested GFSK
implementation. A precise arithmetic invariant explains when one correction is sufficient; actual
error and performance still depend on representation, rounding, output mapping and architecture.
The expanded comparison finds positive bounded state competitive with centered state and
shows material P/E-core effects. It also documents slower alternative implementations rather
than selecting only favorable results. The measured application share bounds any further
waveform-only processing-speed gain to approximately 2.2–3.9% for these file-decoder workloads.
The relationship to REIST is an application of its persistent centered-state formulation, supported
by the supplied manuscript and independent derivation. The contribution beyond the earlier
application report is a broader controlled comparison, arithmetic boundary analysis, core-specific
measurements and application-level limits. Decoder research is a separate study. No broader
mathematical priority, RF improvement or publication readiness is claimed.

12 Data and code availability

The application base is https://github.com/rudolfstepan/wsjtx. The source commit is
46ebbd78c663bf07eed054570df4888a6268e156. New uncommitted experiment files are iden-
tified by an immutable source manifest in the accompanying reproduction package. Frozen
historical raw data remain in docs/papers/reist-ftx/data; new data are in the separate
docs/papers/reist-ftx/journal/results tree. Generated tables and plots are derived by
versioned Python scripts. Original and new datasets are never pooled silently. The supplied
original REIST PDF and optional third-party FT2 recordings are not redistributed.
Build-Study.ps1 is the documented entry point for builds, new measurement directories, analysis
and LaTeX. Standalone waveform experiments need GNU C++, Boost headers, CMake, Ninja
and Python; historical reproduction additionally needs Fortran. Complete decoder/profile tests
need the full fork and its normal dependencies. The source code retains GPLv3 licensing and
upstream credits. The manuscript is a draft; its eventual publication license is undecided. No
new release, DOI registration, remote upload, commit or push is made as part of this study. A
versioned archive and verified DOI can be prepared later with the author’s explicit approval.

Author contributions and AI assistance

Rudolf Stepan supplied the REIST framework, existing source fork, research objectives and
original manuscript. OpenAI Codex assisted with source audit, experimental implementation,
local execution, analysis, diagrams and substantial draft text. Human verification and author-
written revision remain required. This disclosure is not a substitute for journal-specific policy
compliance. The work acknowledges the original WSJT-X protocol and software developers and
the fork’s documented FT2 contributors; no authorship or license credit is transferred from them
to the phase-state application.
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